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AE100ABALU
ALBICOCCA EASY BABY CON ALTALENA ALLUMINIO
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Components list

EQT4-9ALU - alu Square tower h 90
cm

NR 1 Composed by 4 posts having a 9 x
9 cm section by aluminium, 1 square
platform placed at a height of 90 cm.
Coloured polyethylene gable roof.

EP-7 - Protection lateral panel EASY
NR 1 Made of polyethylene provided with
stainless steel brackets for fixing them to
the tower.

EPAR-01 - Protection railing

NR 1 Made of painted steel parapets. ,
provided with stainless steel brackets for
fixing them to the tower.

ESC2-9ALU - alu Climbing platform
NR 1 Ramp made of 95% recycled
HDPE with anti slip rubber coating,
special engravings used as
hands/footholds. This ramp is supported
by galvanzied and painted steel and
provided with transversal safety bar.
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ESVPX-9 - Straight Easy slide h 90 cm
NR 1 Easy slide with lateral sides made
of polyethylene and stainless steel slide
certified according to the existing rules;
starting platform height 90 cm; provided
with a transversal bar.
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EALT-01ALU - Swing kit with seat:

NR 1 Made with painted steel girder and
two easel supporting griders in
aluminium. Rubber anti-shock seat with
metal reinforcement inside. Chains made
by hot galvanized steel rod; chain mesh
avoiding fingers entrapment. Joints made
by hot galavnized steel with swinging
central joint.
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METODO DI FISSAGGIO A TERRA DEI MONTANTI DEL GIOCO: Attrezzatura predisposta per fissaggio a terra mediante I'utilizzo di appositi telai metallici.

INFORMAZIONI RELATIVE ALL'ISPEZIONE: Ispezione visiva periodica - Controllo della pulizia dellattrezzatura - Controllo degli interspazi tra terreno ed attrezzatura - Controllo della consistenza del terreno - Controllo delle
fondamenta - Controllo degli spigoli - Controllo dell'eventuale mancanza di parti - Controllo dell'usura eccessiva delle parti mobili (snodi e boccole) - Controllo dell'integrita dell'intera attrezzatura. Per le aree gioco soggette ad
uso intensivo o vandalismo pud essere necessaria un'ispezione giornaliera. Ispezione annuale periodica: Potrebbe rendersi necessario lo smontaggio di alcune parti per la verifica

ARREDO URBANO GIOCHI PER PARCHI SCENOGRAFIE DAL 1950 ALL’AVANGUARDIA .
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