POZA

PLAYGROUND MADE IN ITALY

1305 data sheet

AF100B.SG-6 style LEAVES
FATA BABY CON SCALA A GRADONI LEAVES

Dimensions T safey | Impact Falling Physical & Number of
L _] area area h height HIC footprint users

770 x 500 cm 0mq 90 cm 400 x 250 x 240 cm 6
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Manufacturer
Pozza 1865 S.R.L.

4980

Country of manufacturing

Area di sicurezza / Safety area 29.5mq
ITALY . .
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Components list

Q-2ALU - Square tower h 20 cm
without roof
NR 1 Composed of 4 posts having a 10

cm section by galvanized steel, 1 square

platform placed at a height of 20 cm

Q-4ALU - Square tower h 40 cm
without roof

NR 1 Composed of 4 posts having a 9 x
9 cm section by aluminium, 1 square
platform placed at a height of 40 cm

Q-6ALU - Square tower h 60 cm
without roof

NR 1 Composed of 4 posts having a 9 x
9 cm section by aluminium, 1 square
platform placed at a height of 60 cm

LQT4-9ALU - Square tower h 90cm
style leaves

NR 1 Leaves tower h90 made of
aluminum and carply

LP-7 - Leaves panel
NR 2 Leaves Panel

ABACO U0600-S - Mirror MAGIC Panel

NR 1 Made of polyethylene, with mirror
made polished stainless steel.

ABACOUO0400.P-7 - PINBALL PANEL
NR 1 PINBALL PANEL FOR TOWER
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ABACOGT-01 - OXO Panel

NR 1 Two colored polyethylene panel
with serigraphy XOX symbols, 9 half-
moon rolling panels, Inox steel bolts.

BV-4 - Activity panel

NR 1 Made of colored polyethylene,
sandwich type, with flow lanes, rotating
disk and central knob

LP-5 - Panel style leaves h50
NR 2 Leaves panel

C24 - Balcony

NR 1 Made of painted steel, provided
with stainless steel brackets for fixing
them to the tower.

LP-20 - Panel style leaves h200
NR 1 Leaves panel

LSVPX-9 - Stainless steel slide style
Leaves h90

NR 1 Stainless steel slide with
polyethilene leavessides

METODO DI FISSAGGIO A TERRA DEI MONTANTI DEL GIOCO: Attrezzatura predisposta per fissaggio a terra mediante I'utilizzo di appositi telai metallici.

INFORMAZIONI RELATIVE ALL'ISPEZIONE: Ispezione visiva periodica - Controllo della pulizia dellattrezzatura - Controllo degli interspazi tra terreno ed attrezzatura - Controllo della consistenza del terreno - Controllo delle
fondamenta - Controllo degli spigoli - Controllo dell'eventuale mancanza di parti - Controllo dell'usura eccessiva delle parti mobili (snodi e boccole) - Controllo dell'integrita dell'intera attrezzatura. Per le aree gioco soggette ad
uso intensivo o vandalismo pud essere necessaria un'ispezione giornaliera. Ispezione annuale periodica: Potrebbe rendersi necessario lo smontaggio di alcune parti per la verifica

ARREDO URBANO GIOCHI PER PARCHI SCENOGRAFIE DAL 1950 ALL’AVANGUARDIA
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