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U0100.PAL-01
PERCORSO EQUILIBRIO

Dimensions Safety
area

985 x 1165 cm

Impact
area

0 mq

Falling
height HIC

40 cm

Physical
footprint

683 x 855 x 0 cm

Number of
users

25

Characteristics

Age range

Fino a 12 anni

Materials Made of CAM compliant wood.

Plan Picture

Manufacturer

Pozza 1865 S.R.L.

Country of manufacturing

ITALY
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Components list

P-7 - Protection lateral panels
NR 2 Panel made of HDPE polyethilene,
bi-color 86cm in width with drawing on
the outer layer. all the fixing elements in
Stainless steel

PD-6 - Tibetan bridge-1
NR 2 The net is made of steel strands
rope, 18 mm diameter, covered with a
colored nylon braid, highly resistant. The
knots are covered with shell-shape
protections.

PD-5 - Right mobile bridge
NR 3 Mobile bridge made of a painted
steel frame with HDPE moving flowers as
base and a rubber floor for safety

PAL-05b - Ground gym baby
NR 1 GROUND GYM BABY

T3 - Simple roof
NR 3 HDPE Polyethilene roof with
stainless steel fixing bracket

PD-7 LEAVES - Rope bridge Leaves
NR 1 Rope bridge made of a stainless
steel supporting beam with vertical ropes

GT-06 - Step Flower
NR 6 Polyethilene flower supported by a
galvanized steel bean

BV-6 - Shop panels
NR 1 Vertical panel made of polyethylene
and wood shelf.

PAL-01C - Net gym
NR 2 Vertical net with frame made of
painted steel supporting a climbing net
made of steel rope with nylon cover

T-9ALU - Triangular tower h 90 cm
NR 4 Triangular tower with a carply
platform and galvanized steel beams

METODO DI FISSAGGIO A TERRA DEI MONTANTI DEL GIOCO: Attrezzatura predisposta per fissaggio a terra mediante l’utilizzo di appositi telai metallici.

INFORMAZIONI RELATIVE ALL’ISPEZIONE: Ispezione visiva periodica - Controllo della pulizia dell’attrezzatura - Controllo degli interspazi tra terreno ed attrezzatura - Controllo della consistenza del terreno - Controllo delle
fondamenta - Controllo degli spigoli - Controllo dell’eventuale mancanza di parti - Controllo dell’usura eccessiva delle parti mobili (snodi e boccole) - Controllo dell’integrità dell’intera attrezzatura. Per le aree gioco soggette ad
uso intensivo o vandalismo può essere necessaria un’ispezione giornaliera. Ispezione annuale periodica: Potrebbe rendersi necessario lo smontaggio di alcune parti per la verifica

ARREDO URBANO GIOCHI PER PARCHI SCENOGRAFIE DAL 1950 ALL’AVANGUARDIA
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