POZA

PLAYGROUND MADE IN ITALY

1865

U0100.T-9 style LEAVES
PERCORSO EQUILIBRIO AVVENTURA BABY LEAVES

data sheet

Dimensions [ 1 safey
L

area

906 x 575 cm

| Impact Falling Physical & Number of
area h height HIC footprint users

0mq 40

cm 612 x 345 x 100 cm 12

Characteristics %

anodised
aluminium

A
ey &

hdpe stainless steel

© °°
@ 5 anni \K
i use under
screws surveillance

Age range Materials Made of EN EV6060 anodized alumium 9x9cm custom mold with
ﬁ rounded edges, minimum thickness 2,7mm
Fino a 12 anni —iced
anodi
aluminium
Plan Picture
9060

Manufacturer

Pozza 1865 S.R.L.

Country of manufacturing

ITALY . .

Area di Sicurezza | Safety area 42mq
Altezza max di Caduta / Max falling height 0.40m
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Components list

T-4ALU - Triangular tower ALU h40 cm
NR 2 Triangular tower h40 with a carply
platform and galvanized steel beams

PD-6.C - Curved Tibetan bridge

NR 1 The net is made of steel strands
rope, 18 mm diameter, covered with a
colored nylon braid, highly resistant. The
knots are covered with shell-shape
protections

GT-06 LEAVES - Step Leaves
NR 5 Polyethilene flower supported by a
galvanized steel bean

MONT-ALU - Aluminium Supporting
Beam

NR 5 Supporting beam made of anodized
aluminium

PD-5 LEAVES - Mobile bridge Leaves
NR 1 Leaves step bridge ade with 2
painted steel supporting beams and 3
step flowers made of HDPE polyethilene
attached to the structure with steel ropes
coated in nylon

PAL-05b - Ground gym baby
N NR 1 GROUND GYM BABY

CTBRO0012 - Fantasy holding bar

g\' NR 7 Fantasy steel holding bar L.860

LP-20 - Panel style leaves h200
NR 2 Leaves panel

METODO DI FISSAGGIO A TERRA DEI MONTANTI DEL GIOCO: Attrezzatura predisposta per fissaggio a terra mediante I'utilizzo di appositi telai metallici.

INFORMAZIONI RELATIVE ALL'ISPEZIONE: Ispezione visiva periodica - Controllo della pulizia dellattrezzatura - Controllo degli interspazi tra terreno ed attrezzatura - Controllo della consistenza del terreno - Controllo delle
fondamenta - Controllo degli spigoli - Controllo dell'eventuale mancanza di parti - Controllo dell'usura eccessiva delle parti mobili (snodi e boccole) - Controllo dell'integrita dell'intera attrezzatura. Per le aree gioco soggette ad
uso intensivo o vandalismo pud essere necessaria un'ispezione giornaliera. Ispezione annuale periodica: Potrebbe rendersi necessario lo smontaggio di alcune parti per la verifica

ARREDO URBANO GIOCHI PER PARCHI SCENOGRAFIE DAL 1950 ALL’AVANGUARDIA .
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